1. Insert the QPC XSCAN32 Software CD-ROM into your PC. It
will automatically run.

1CRco

2. When the flash demo has completed select the QPC XSCAN32 [ ieeent CF Company
Software menu.

Software

3. The QPC XSCAN32 install will launch. L
= Sentinel Key Drivers
. . = Hardlock Key Drivers
4. Click the Next button from the Welcome dialog. > Tight VNG ffeoware)
= Adobe Acrobat Reader (freeware)
5. Read through the Software License Agreement and click the

Yes button if you agree to the terms.

6. Select the components you want to install and click the Next button. NOTE: If this is the first
time you have installed QPC XSCAN32 then select:
QPC XSCAN32 Software
Software Key Drivers

7. Select Station Type from dialog and click the Next button (scanning or reading station).

8. Select the Station Modality Type dialog and click the Next button (medical, mammography, podiatry,
dental, veterinary small animal, veterinary equine).

9. Select the Film Scanner option from Sglect Har dware Component X
the Select Hardware Component list
and click the Next button.

Please select pour iICRco hardware:

™ iCR 1000, iCR 2600

(" iCR 1000 Dual, iCR 2600 Dual
" ICR Dual Bay

" iCR 3800

" iCh 3800 SF

10. Select the destination folder and click
the Next button.

11. Click the Next button on the program
folder dialog.

% Film Scanmer [312, 612, 2000, 100051 etc)

12. QPC XSCAN32 will begin to install.
NOTE: if you have QPC XSCAN32
already installed on your computer and
it is running while you are trying to T T
install the new version an error will appear in the install process.

13.  Click the Finish button when QPC XSCAN32 has finished installing.
NOTE: The Film Scanner Drivers install will launch.
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